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[68 FR 24577, May 7, 2003, as amended at 71
FR 20469, Apr. 20, 2006]

Subpart MMMMM—National Emis-
sion Standards for Hazardous
Air Pollutants: Flexible Poly-
urethane Foam Fabrication
Operations

SOURCE: 68 FR 18070, Apr. 14, 2003, unless
otherwise noted.

WHAT THIS SUBPART COVERS

§63.8780 What is the purpose of this
subpart?

This subpart establishes national
emission standards for hazardous air
pollutants (NESHAP) emitted from
flexible polyurethane foam fabrication
operations. This subpart also estab-
lishes requirements to demonstrate ini-
tial and continuous compliance with
the emission standards.

§63.8782 Am I subject to this subpart?

(a) You are subject to this subpart if
you own or operate a flexible poly-
urethane foam fabrication plant site
that operates a flame lamination af-
fected source, as defined at
§63.8784(b)(2), and that is located at, or
is part of a major emission source of
hazardous air pollutants (HAP) or that
operates a loop slitter affected source,
as defined at §63.8784(b)(1), that meets
the criteria in paragraphs (a)(1) and (2)
of this section.

(1) The loop slitter affected source
uses one or more HAP-based adhesives
at any time on or after April 14, 2003.

(2) The loop slitter affected source is
located at or is part of a major source
of HAP.

(b) A flexible polyurethane foam fab-
rication plant site is a plant site where
pieces of flexible polyurethane foam
are bonded together or to other sub-
strates using HAP-based adhesives or
flame lamination.

(c) A major source of HAP is a plant
site that emits or has the potential to
emit any single HAP at a rate of 10
tons or more per year or any combina-
tion of HAP at a rate of 25 tons or more
per year.

(d) This subpart does not apply to the
following processes in paragraphs (d)(1)
and (2) of this section:

40 CFR Ch. I (7-1-10 Edition)

(1) Processes that produce flexible
polyurethane or rebond foam as defined
in subpart III of this part.

(2) A research and development facil-
ity, as defined in section 112(c)(7) of the
Clean Air Act (CAA).

§63.8784 What parts of my plant does
this subpart cover?

(a) This subpart applies to each exist-
ing, new, or reconstructed affected
source at facilities engaged in flexible
polyurethane foam fabrication.

(b) The affected sources are defined
in this section in paragraphs (b)(1) and
(2) of this section.

(1) The loop slitter adhesive use af-
fected source is the collection of all
loop slitters and associated adhesive
application equipment used to apply
HAP-based adhesives to bond foam to
foam at a flexible polyurethane foam
fabrication plant site.

(2) The flame lamination affected
source is the collection of all flame
lamination lines associated with the
flame lamination of foam to any sub-
strate at a flexible polyurethane foam
fabrication plant site.

(c)(1) A new affected source is one
that commences construction after Au-
gust 8, 2001 and meets the applicability
criteria of §63.8782 at the time con-
struction commences.

(2) If you add one or more flame lam-
ination lines at a plant site where
flame lamination lines already exist,
the added line(s) shall be a new af-
fected source and meet new source re-
quirements if the added line(s) has the
potential to emit 10 tons per year or
more of any HAP or 25 tons or more per
year of any combination of HAP.

(d) A reconstructed affected source is
one that commences reconstruction
after August 8, 2001 and meets the cri-
teria for reconstruction as defined in
§63.2.

(e) For each new or reconstructed
flame lamination affected source, you
must develop a written startup, shut-
down, and malfunction plan according
to the provisions in §63.6(e)(3).

[68 FR 18070, Apr. 14, 2003, as amended at 71
FR 20470, Apr. 20, 2006]
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